ELECTRIC CHAIN HOISTS

Electric Hoists SNER

MHOISTS AND CRANESm

SNER ELECTRIC CHAIN HOISTS WITH HOOK AND LUG SUSPENSIONS AND
MOTORIZED, PUSH AND GEARED TROLLEYS

Harrington's SNER electric chain hoists are built for extreme duty applications that
require single phase power. A hoist with a 60 minute, H4 duty rated motor is
revolutionary and unmatched in a single phase offering. Maintenance friendly
features include a unique chain guide, hinged control panel, sealed housing and
durable load sheave. For beam travel requirements couple with SMR motorized, PT
manual push and GT manual geared trolleys.

SNER, SNERM, SNERP, SNERG capacities 1/4 Ton through 3 Ton

60 minute, H4 rated, fan cooled motor for the most demanding applications

Pull-rotor electric brake is self-adjusting and virtually maintenance-free

Ability to accommodate very long lifts

Compact, low headroom design

Completely sealed body suitable for harsh indoor or outdoor environments -

IP55 rated

T

SINGLE SPEED — SPECIFICATIONS
LIFTING MOTOR

LOAD WEIGHT
1.EHASE GTIHE CHAIN DIA. FOR
LIFTING RATED CURRENT (ym) x ADDITIONAL
; SPEED (AMPS) CHAIN ONE FOOT
CAP. (FT/ @ @ FALL OF LIFT
(TONS) PRODUCT CODE MIN) 115V 230V LINES (LBS)
14 SNER003S 14 - - - 50x1 82 0.37
12 SNER0O5L 7 6.3x1 84 0.57
12 SNER005S . 15 05 169 o5 6.3x1 104 0.57
1 SNERO10L 10 7 8.0x1 110 0.93
1 SNER010S 14 8.0x1 159 0.93
2 SNER020L 7 12 239 1205 1001 174 15

3 SNER030C 8.2 3.5 10.0x2 207 3.1
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SINGLE SPEED — DIMENSIONS

CAP. PRODUCT HEADROOM C A B D E G H |
(TONS) CODE (IN) (IN) (IN) (IN) (IN) (IN) (IN) (IN)
14 SNER003S 13.8 222 13.0 10.4 1.9 0.9 4.0 39
12 SNEROO5L 14.0 222 13.0 10.4 1.9 0.9 4.0 3.9
12 SNER005S 14.6 282 13.8 10.6 12.6 0.9 4.7 41
1 SNERO10L 16.1 2812 13.8 10.6 12.6 112 47 41
1 SNER010S 17.3 26.9 16.5 12.4 14.4 1.2 6.1 82
2 SNER020L 226 26.9 16.5 124 14.4 5 6.1 52
3 SNER030C 29.5 26.9 16.5 124 14.4 .7 8.2 3.0
b a

| SNEROO5L




























