Air Hoists PROFI

J.D.NEUHAUS

AIR HOISTS PROFI
Rugged, Reliable, Versatile.

From 550 Lbs. to 100 Ton Capacity, Air Pressure: 85 PSI (6 Bar)

Proven in practice, the JDN PROFI Series air hoists excel in places where safety is paramount. Unlike electricity,
compressed air does not generate sparks, making the JDN PROFI Series the hoist of choice in hazardous areas. The
highest quality materials, coupled with six generations of experience result in a product that is second-to-none. The PROFI
is available with rope or push-button control.

FEATURES

e Qverload protection standard on the 3-20 Tl series
¢ Rugged construction, minimum headroom

* Small and handy relative to its capacity

¢ Simple design means low maintenance cost

e |mpervious to dust, vapors, humidity and

temperatures

e Unlimited switching and operation frequency

e Explosion proof
e Variable speed control

* Positive start system ensures a smooth start and

consistent operation

OPTIONS

e Spark-resistant package

e Chain container

e Delta P Qverload for 1/4
to 2-ton Tl series and
25 Tl series up

APPLICATIONS

e Chemical industry

e Assembly lines

¢ Electro-plating

* Pyrotechnical industry
e (lass industry

¢ Paint shops

o Textile industry

e Automotive industry

Offshore paint
Food Epoxy Paint
Limit switches

Paper mills
Shipyards

Oil industry
Aircraft industry
Refineries
Power plants
Food industry
Space industry

Greater Efficiency

Due to higher lifting speeds. Driving mechanism
classification M4 (1 Am) up to M5 (2 m) i.e. 800 - 1600
hours at full load. Also suitable for horizontal pulling due to
the compact construction. Lifting and lowering speeds can
be regulated sensitively.

Oil-Free Operation

Due to patented, permanent motor lubrication during
operation, using a high-performance grease. (Refer to
operation manual for grease maintenance schedule.)

Patented Motor-Brake System

For low-maintenance and low-wear operation, based on
the proven systems in the JDN ranges, mini and PROFI
0.25Tlup to 20 TI.

Patented Air Motor Design
100% Duty Rating - No Downtime

Ex Classification according to EC Directive on
Hazardous Locations 94/9/EEC (ATEX 100a)
Standard version:

€ 112GD IAT4(X) /11 3 GD IIB T4(X)

With increased spark protection:

€& 112 GD IIC T4(X)

THE ADVANTAGES AT A GLANCE

With Safety in Mind

ISO and QM controlled in-house manufacturing for
continuous highest quality and safety. Intuitive fail-proof
design and safe operation features.



















